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SHURFLO RAW WATER STRAINER   

PRODUCT TECHNICAL DATA SHEET  

 

OEM: 253-220-00 

AFTERMARKET: 253-220-01 

            

 

                 
 
 
 
 
 
            

 
APPLICATION: 
Raw water pump debris strainer. Vacuum side only 
 
MATERIALS OF CONSTRUCTION: 
Gasket:  Buna 
Housing:  White Nylon 
Bowl:  Clear Nylon 
Screen:  50 Mesh Type 304 SST 
 
SPECIFICATIONS: 
Inlet Port: 3/4" NPT-F 
Outlet Port: 3/4" NPT-F 
Max. Temp: 120°F [48°C] 
Max. PSI: Vacuum Side Only 
 
SHIPPING INFORMATION: 
Approx. Net Weight: 0.4 lbs. [3.4 Kg] ea. 
Carton Qty.:  12 
Approx. Carton Weight: 6 lbs. 
 
RELATED DOCUMENTS: 
Catalog:   MS-030-140 
App Guide Sheet:  MS-020-005 
Installation Manual: N/A 

 
 
 

 
 
 
 
 

SHURflo’s family of Raw Water Strainers are built to keep your 
bait tank, Livewell and Wash down pumps protected from 
harmful debris. The Raw Water Strainer features a clear twist off 
bowl and removable stainless steel screen, which allows for 
easy inspection and cleaning. An integral o-ring creates a tight 
seal, eliminating possible leaks. Keep your pumps and 
components lasting longer by protecting them with the SHURflo 
Raw Water Strainer. 
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